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WEB VIEWER OVERVIEW 
 The IPR allows you to access video using Microsoft® Internet Explorer® 7. 

 Highlights: 

 View Live Video from most computers   

 Username and Password protected 

 Easy to use graphical interface 

  

 Basics: 

 75 users can access the Web DVR simultaneously. The Web Viewer is an easy, secure way to view live video from virtually any 
computer with an internet connection using Microsoft Internet Explorer. 

 In order to log in to the IPR server, a user account must be made for the user. This ensures that only authorized personnel are 
allowed to log in.  In addition, each user can be assigned different privileges that allow them or deny them access to different 
functions.  For example, a user can be granted access to only view cameras 4, 8 and 16. 

  

 

 

Activate Commands 

Screen Division buttons

Enable/Disable Camera Display 
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Configuring the Server for Remote Connection 
 1. Enter Setup on the IPR. 

 2. Click the Network Setup button. 

 3. Clear the Disable Remote Control option. You should now be allowed to adjust port settings if necessary. 
NOTE:  If you are using a Firewall, it may be necessary to adjust the port settings on both the IPR and the Firewall.  Contact the 
Network Administrator for more information. 

 4. Select the Web Viewer (iDVR) check box. 

 5. Click Apply. 

 6. Make sure a User account is created. Without a user account, the Administrator account must be used. 

 7. The IPR server is now ready to receive incoming connections. 

  

Connecting to an IPR Using Web Viewer 
 1. Open Microsoft Internet Explorer. 

 2. Enter the IP address of the IPR into the Address Bar. 

 3. When attempting this for the first time on a Computer a window will open and you will be asked to accept an Active X installation. 
Select Yes to this. 

NOTE:   If you receive a message saying Internet Explorer® security settings do not allow you to download Active X components then 
you will need to adjust the browser security settings. One way to do this is to add the IP address of the IPR to the trusted sites list 
inside Internet Explorer® settings. Contact the System administrator for additional help with adjusting Internet Explorer® settings.    

 4. When the Web Viewer finishes loading, select one or more cameras (or select a screen division button). 

 5. Click GO! 

 6. A login window will appear. Enter the Username and Password of an authorized user. 

 7. The cameras will display.  

  

Closing the Web Viewer 
 To exit the Web Viewer close Internet Explorer. 
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INCLUDED SOFTWARE SETUP 
 
This chapter includes the following information: 
 
• Emergency Agent Overview 
• Remote Software Overview 
• Digital Verifier 
• Backup Viewer 
• SCS Multi Site Software Overview 
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EMERGENCY AGENT OVERVIEW 
 The Emergency Agent software is a utility that streams video across a Local Area Network to a Client PC when an alarm is detected 

on the IPR. The video that streams across can be stopped, played forwards and backwards, in slow motion or real speed.  

 The utility is loaded at startup and placed in the taskbar. It constantly monitors for a signal from the IPR. When an alarm signal is 
detected the Emergency Agent Image Viewer window opens and starts playing the video from the camera associated to the alarm.  

 CAUTION: SCS and Emergency Agent are not compatible to run on the same PC. If you have SCS installed you do not need 
Emergency Agent.  SCS will perform the same alarm notification as Emergency Agent. 

 

Configuring the IPR  
 To enable the Emergency Agent on the IPR follow these steps:   

 1. Enter Setup and confirm you are in the Camera Setup Menu.   

 2. Select a camera and then associate sensor(s) to that camera using the Sensor Connection Boxes. 

 3. Click the Network Setup button and make sure that Disable Remote Control is not checked. 

 NOTE: The Emergency Agent uses one port to transfer the data through (the Emergency Port). The port can be adjusted inside the 
Network Setting Menu if necessary. It is recommended that the default setting should be used unless the port must be changed.  

 4. Click the Schedule Setup button. 

 

 5. Select the Sensor option to open the sensor schedule window. 

 6. Enter the IP Address of the computer running the Emergency agent 
software. 

 7. Click the box next to the IP Address to enable it.  

 8. Create a schedule for the appropriate sensor.  

 9. Highlight the sensor schedule blocks and click the [E] Emergency Agent 
button. 

 

 NOTE: The IPR will not send alarm events to the Client PC if the sensor 
schedule does not have the Emergency Agent Alarm Option enabled. 

 

 10. Click Apply.  

 

Configuring the Client PC 
 All configurations takes place in the Emergency Agent window on the Client PC.  For descriptions and locations of the buttons and 

features of the Emergency Agent window refer to the Emergency Agent window section later in this chapter. 

 1. Open the Emergency Agent window on the Client PC - Start >All Programs > Surveillix > Emergency Agent > Emergency Agent 

 2. Right-click in the DVR List and select New.  Enter the DVR Code, 
DVR Name, and IP Address of the IPR to connect to in the Site Edit 
window that opens. Click OK 

 

 3. From the Options menu, click Setup. 

 4. Confirm that the Network Port in the Setup window is set to the same 
number as the Emergency Port in Network Settings on the IPR. If the 
numbers are different adjust the Network Port on the client PC to 
match the IPR.  

 5. Click OK. 

 6. Restart the Client PC.  
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Emergency Agent Window 

 

 
Setup Window 
 Network Port Indicates the port which the Emergency 

Agent uses to listen for incoming events. 
This number should be changed to the same 
number as is set in the Emergency Port in 
Network Settings on the IPR. 

 

 Save Directory Sets the location that recorded video footage 
is saved to. 

 Notice Options Configuration settings for activating an 
audible indicator or popup window when the 
Emergency Agent receives an event. 

 Alarm Confirmation List   

 

Filter Event List 
 1. Select a DVR from the DVR List in the Filter Options section. 

 2. Select the Date to include. 

 3. Select the type of Event(s) to include. 

 4. Select the event levels (Review, Dismiss, Critical, Default). 

 5. Click the On button to display filtered event listings. 

DVR List

Video Display

Zoom Thumbnails 

Event List 

Memo Text Box 

Event Type

Level Buttons 

Save Memo 

Edit Memo 

Event Level



92 

 

Add Items to Alarm Confirm List 
 1. From the Option menu, click Setup. 

 2. Type the desired text in the box below the Alarm Confirmation List. 

 

 

 NOTE:  The items in the Alarm Confirmation List will be available on a list under Status Setting in main Emergency Agent screen. 

 

 

 3. Click Add. 

 4. Click OK to save changes and close the window. 
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Search Alarm Window 
 

 
 Export Quality It may be necessary to reduce the overall size of an .AVI file; for example, to email to someone.  

.AVI file sizes can be reduced by reducing the image quality.  However, reducing the image quality 
causes the .AVI video to appear more pixilated.  When size is not an issue, setting quality to 100 is 
highly recommended. 

 Digital Signature Adds a digital signature to the exported .JPG image for use with the Digital Signature Verifier to 
verify integrity of exported images and prevent tampering. 

   

View Recorded Video 
 1. Double-click an event listing to open the Search Alarm window. 

 2. Use the play controls to locate the desired video. 

 3. Select the Continue Playing Box to watch all recorded events.  When not selected, playback stops at the end of the alarm event. 

 4. Select the Same Camera Box to watch all events recorded by a single camera. 

 5. Click the Apply button after making any changes. 

 

Export Video 
 1. Double-click an event listing to open the Search Alarm window. 

 2. Use the play controls to locate the desired video. 

 3. Click the Rewind button to return to the beginning or desired spot in the video. 

 4. Click the Stop button. 

 5. Select the Export Type – JPG or AVI. 

 Save JPG: 

 a. Select the Digital Signature Box to embed a digital signature in a JPG file. 

 b. Click the Export button. 

 Save AVI 

 a. Reduce Export Quality only if necessary to reduce the size of the file.  

 b. Click the Export button. 

Play Controls

Video Display

Alarm Event Information

Go to Next Event 

Go to Previous Event 
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REMOTE SOFTWARE OVERVIEW 
 The IPR was specifically designed to be fully operated and maintained remotely. It connects using the standard TCP/IP protocol 

thorough connection types such as DSL, Cable Mode, T1, ISDN, 56K Modem, LAN, and more.  The Surveillix Remote software allows 
you to view live video, search through archived video, export images and video clips and have virtually full Setup control. 

 Highlights: 

 Search archived video 

 View live video 

 Export images and video clips 

 Control relay outputs 

 Setup administration 

  

 Basics: 

 The IPR can have up to 5 simultaneous remote connections. Each user can perform functions on the IPR and will not affect the other 
users. The only exceptions to this are accessing Setup and controlling a PTZ camera. Only one user is allowed to access setup or 
control a PTZ camera at any given time. The pictures per second passed to the Remote Client vary greatly depending on the 
connection type and speed. 

 In order to log in to the IPR server, a user account must be made for the user. This ensures that only authorized personnel are 
allowed to log in.  In addition, each user can be assigned different privileges that allow them or deny them access to different 
functions.  For example, a user can be denied Searching and Setup privileges and only granted access to view cameras 4, 8 and 16. 

 

 

It is highly recommended that users not be granted Setup privileges since this can pose a security risk.  
Only properly authorized Administrators should have access to Setup. 

 

 The Remote software operates virtually the same way as the IPR itself.  The appearance of it matches the IPR almost identically; 
however, there are a few minor differences.  Some search features are not available (such as the Index and Object Searches) as well 
as some Setup options. 
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Remote Client Minimum Requirements 
 Intel® Pentium® IV 1.4 Ghz or equivalent 

 512MB System Memory 

 DirectX 9 or higher 

 32 MB Video Card 

 Internet or LAN Connection (56K, DSL, Cable Modem, T1, ISDN, etc.) 

 TCP/IP installed 

 Microsoft® Windows® 2000 or XP Operating System 

 1024 x 768 display resolution 

 16 Bit color depth or better 

 

Remote Client Recommended Requirements 
 Intel® Pentium® IV 2.4+ or equivalent 

 512MB System Memory 

 DirectX 9 or higher 

 Compatible video card (ATI Preferable) 

 Internet or LAN Connection (DSL, Cable Modem, T1, ISDN, etc.) 

 TCP/IP installed 

 Microsoft® Windows® 2000 or XP Operating System 

 1024 x 768 display resolution 

 32 Bit color depth or better 

 

Remote Software Setup 
  

Installing Remote Software 
 1. On the client computer, insert the Surveillix Software CD into the CD-ROM.  The CD should play automatically. 

 2. When prompted, select the Install Remote Software option.  Follow the installation instructions carefully. 

 3. When the software finishes installing, close any open installation windows. 
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Create a New Remote Connection 

 

 
 1. Select Start > Programs > Surveillix > Remote > Surveillix Remote Center.  The Surveillix Remote Software opens and the Local 

Connection window opens. 

2. Click New to open the Site Info window. 

3. Select the Site Type and enter a Site Name.  The Site Name will be the name displayed inside the connection box to help 
identify the server. 

4. Enter the IP Address of the IPR server.  By default the IPR is set to connect using DHCP. 

5. Enter the Center Port.  This setting is specified on the server. 

6. Click OK. 

7. Click the newly created connection and enter the login username and password. (case sensitive) 

8. Click Connect. 

DVR Site List

Selected Site Information

Import/Export saved configurations
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Configuring the IPR 
 In order to access the IPR remotely, the IPR Server must be setup to allow remote connections. 

 

 Time Out Value Specifies a value (in seconds) to wait for a signal 
from the Surveillix Remote Client.  If a signal is not 
received by that time, the connection is dropped. 

 

 Center Port Used to transfer the connection data. 

 Image Port Used to transfer the image data. 

 Search Port Used to transfer the search data. 

   

    

Configuring the Server for Remote Connection 
 1. Enter Setup on the IPR. 

 2. Click the Network Setup button to open the Network Menu. 

 3. Clear the Disable Remote Control option. You should now be allowed to adjust port settings if necessary. 
NOTE: If you are using a Firewall, it may be necessary to adjust the port settings on both the IPR and the Firewall.  Contact the 
Network Administrator for more information. 

 4. Click OK. 

 5. Make sure a User account is created. Without a user account, the Administrator account must be used. 

 6. The IPR server is now ready to receive incoming connections. 

 
Access Remote Connection 
 1. Open the Remote Software. 

 2. Click the icon of the server as defined previously. 

 3. Enter the user name and password of an authorized remote user as defined in Network > Client Setup > User Account on the E-
Series system. 

 NOTE: User Name and Password are both case sensitive. 

 4. Click the Connect button. 
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DIGITAL VERIFIER OVERVIEW 
 .JPG images and .AVI video files that are exported from the Digital Video Recorder are automatically embedded with a digital 

signature.  Digital Signatures are a way to verify the authenticity of the images to ensure that they have not been tampered with or 
edited in any way.  Included on the Software Installation DVD supplied with the IPR is the Digital Signature Verification program. This 
program can be installed on any computer and loads an image in question. 

 

Installing the Digital Verifier 
 1. Insert the Software Installation CD into the CD-ROM.  (Do not install on the IPR.) 

 2. Select the Digital Verifier option to begin installation.  When the Welcome screen appears, click Next. 

 3. When the Setup Complete window appears click Finish.  Installation is complete. 

 

Using the Digital Verifier 
 1. Open the Digital Verification program by selecting Start > Programs > Surveillix > Digital Verifier > Digital Signature Verifier. 

 2. Click the Browse button to load the .JPG image. 

 

 3. Enter the Site Code of the IPR that the image was originally 
extracted from.  (The Site Code is specified in the Site 
Information Setup Menu) 

 4. Click the Verify button to continue or Close to close the 
window without verifying. 

 If the image has not been tampered with, a blue square will 
appear around the image with the message “Original image file.” 

If the image has been tampered with, a red square will appear 
around the image with the message “Entire image changed or 
wrong SITE CODE.” 
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BACKUP VIEWER OVERVIEW 
 The Backup Viewer allows you to play back the exported video in its proprietary format.  Video saved in this format is extremely 

difficult to tamper with and therefore is the ideal solution when law enforcement and the legal department are involved. 
This video cannot be read by any other viewer. 

 The Backup Viewer operates essentially like the Search portion of the IPR software. 
For detailed explanations of these functions, refer to the chapter on Search Options in this manual. 

 
 

Installing Backup Viewer 
 1. Insert the Software Installation DVD into the DVD-ROM.  

(Do not install on the IPR.) 

2. Select the Backup Viewer option to begin installation. 
When the Welcome screen opens, click Next. 

3. Read the License Agreement and select the appropriate radio button to accept the terms of the license agreement. 
Click Next. 

4. Select Yes to install the POS component or Select No for a basic install. 
Click Next. 

NOTE: The POS component is only necessary when connecting to a server running the POS Upgrade. 

5. When the Choose Destination Location window opens click Next. 
This will install Backup Viewer in the default destination folder. 

6. Select the shortcuts to install, or clear all boxes for no shortcuts. 
Click Next. 

7. When the InstallShield Wizard Complete window appears click Finish. 
Setup is now complete. 
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Loading Video from DVD or Hard Drive 
 1. Open the Backup Viewer program: Start > Programs > 

Surveillix > Backup Viewer > Backup Viewer. 

 

2. Click the Open button. The Total Backup Search window 
will open. 

3. For Clip backup files, expand Clip and select the desired 
drive. 

 
For Backup files, expand Backup and select the desired 
drive. 

4. Click the desired backup file or clip. 

5. Click OK. 
The video will load into the Backup Viewer. 
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SOFTWARE UPGRADES 
 
This chapter includes the following information: 
 
• SCS Multi-Site Management Software Upgrade 
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SCS OVERVIEW 
 SCS software is Network DVR Management Software; a powerful utility that allows 100 or more DVR units to be controlled using one 

computer.  This software allows you to view live video, search saved video, edit and configure setup on each DVR, and import maps 
of buildings and other locations. 
The SCS software was specifically designed as an enterprise software solution. 

 Highlights: 

 View Live Video from most computers   

 Username and Password protected 

 Easy to use graphical interface 

  

 Basics: 

 In order to log in to the IPR server, a user account must be made for each user. This ensures that only authorized personnel are 
allowed to log in.  In addition, each user can be assigned different privileges that allow them or deny them access to different 
functions. 

  

 Purchasing SCS Software Upgrade 
 Contact your Toshiba Sales Representative: Part Number SCS-OPT. 

 

Configuring the Server for Remote Connection 
 1. Enter Setup on the IPR unit. 

 2. Click the Network Setup Button. 

 3. Uncheck the Disable Remote Control option. You should now be allowed to adjust port settings if necessary. 
NOTE:  If you are using a Firewall, it may be necessary to adjust the port settings on both the IPR and the Firewall.  Contact the 
Network Administrator for more information. 

 4. Click OK. 

 5. Make sure a user account is created. Without a user account, the Administrator account must be used. 

 6. The IPR server is now ready to receive incoming connections. 

  

Connecting to an IPR 
 Refer to the Setup section of the SCS Manual for information on using the SCS Software. 

 
 
 




